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Diameter

DOLPHIN SOLUTIONS LIMITED
DOLPHIN THRU PANEL MOUNTED
INFORM TAP 90° SPOUT

DS101.130

200mm RECOMMENDED
MINIMUM DISTANCE
BETWEEN SENSOR
AND BOTTOM OF BASIN

D

1 Family Types =
Name: D5101. 130 Dalphin Thru Panel Mounted InForm Tap 902 Spout ']
Family Types
Parameter Value
New...
Materials and Finishes
Finish 1 = Brushed Satin, .2 = Mirror Polished. .3 = PVD Brushed. 4 = PVD Mirror, .5 = Powder Coated. Rename...
Codes DS10X KX where XXX = the projection - where X = the finish
Delete
Electrical
Power Source 9 Volt transformer
Dimensions Parameters
Width 57mm Dia,
Projection 130mm
Height above counter 200mm between sensor and bottom of basin Modif
General
Product Page Link https://www.dolphinsolutions.co.uk/en/product/ds101-dolphin-thru-panel-mounted-inform-t
Product Data Thru Panel Mounted Dolphin InForm Tap, Manufactured frem high-quality, highly durable 1,4401
Other Lookup Tables
WRAS d
it =
Identity Data
URL www.dolphinsolutions.co.uk
Type Comments
Tel No. +44 (0) 1424 202224
Model 05101130
Manufacturer Dolphin Solutions Limited
Fax No. +44 (0) 1424 205200
Email infe@dolphinsolutions.co.uk
Description Thru panel mounted InForm tap 90° spout
Assembly Code £1010900
Address Seuthpoint, Compass Park, Junction Road,Bodiam, TN32 5BS
Keynote
Cost
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